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ENMATERIAL NEEDED

Wall Plugs and ScrewsVicFix Corner 

Flat Panel VMT 

DrillLevel

Measuring Tape

Hex keyScrewdriver Rubber Hammer

VicPET Wool filling

VicFix Mini

Not Included

H

VicSpacer Flexi Glue Ultra  

Caulking Gun

VicPattern Ultra  x4 VicFix J Profile 1190mmGauge  x1

Bass Trap (included in the Mega Bass Trap Kit)

Included
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Walls and Ceiling Kit Installation



EN

Mark the drill holes of the VicSpacers according to the diagram. 

1 VicSpacer Wall Installation - Horizontal | Screw mounted panel *screws not included

1.1

1.2

800 mm

394 mm 
 (two metal joints)

392 mm 
(one metal joint) 800 mm

575 mm

Marks for one unit

Marks for two units

If necessary, open the holes in the marked places, and apply the wall plugs. 

Fix the VicSpacer, with screws suitable for the wall where you are making 

the installation.
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1.3

1.4
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1.5

1.6 Insert the VicPET Wool filling, according to the diagram.
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1.8 Insert the VMT Panels, according to the diagram.

1.7 If you wish to fix the VMT Flat Panels, apply Flexi Glue Ultra to the wooden 

frame of the VicSpacers.
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2.2

2 VicPattern Triangles Wall Installation *screws not included

2.1 Once you have decided where you want to install the VicPatterns, install the 

J Profile for hanging the panels. You should choose the appropriate screws 

and wall plugs for the wall where you are going to install the panels.

Use the gauge provided to mark the position of the second profile.
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2.3 2.4

2.5

2

1

2

1

2

1



EN 3 VicPattern Triangles Ceilling Installation *screws not included

3.1

3.2

Once you have decided where you want to install the VicPatterns, install 

the J Profile for hanging the panels. You should choose the appropriate 

screws and wall plugs for the wall where you are going to install the panels.

Please ensure that the screw heads should be as small as possible so that 

they do not interfere with the installation of the panels.
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3.3

3.4
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3.5

3.6

!
Please note:It should be applied a blocking element such as a L profile to avoid the 
last panels to slide off the VicFix J profile. Vicoustic will not take responsibility for any 
mistakes/ limitations occurring during installations or any damages resulting from falling 
panels.



ENMega Bass Trap Kit Installation 



EN MATERIAL NEEDED

Included

FlatPanel VMT x2 x4 x4 x2 x2

x8 x16 x2

Not Included

DrillLevel Measuring Tape Screwdriver 

Gouge x1

Pencil 

Wall Plugs and Screws

x6

x16
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3 4

Once you have decided 

at which height you will 

install the Bass Trap, use 

the gauge provided to 

mark the holes for fixing it, 

according to the diagrams.

A B C

D

E

D

E
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7 8 Repeat the same steps to 

make the markings on the 

other wall.

D

E

F G H
I

If necessary, open the holes in 

the marked places, and apply 

the wall plugs. Fix the profile 

indicated, with screws suitable 

for the wall where you are 

making the installation.

G H

I
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11

After installing the second 

profile, fix the protection 

bars with the metallic screws 

provided.

If necessary, open the holes in 

the marked places, and apply 

the wall plugs. Fix the Bass Trap 

base, with screws suitable for 

the wall where you are making 

the installation.

Fix the cover bracket, with screws suitable for the wall where you are making the 

installation.



EN 12 Pet Filling



EN13 14

15 16



EN 18

19 20Fix the finishing profile with the 

paintend screws supplied.

Install the Bass Trap cover.

17 Install the VMT Panel.
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